/ € CONST.

/R/W LINE RW L/NE\\
LIMITS OF RIGHT OF WAY TO BE PRESERVED
VARIES VARIES
8' EQUESTRIAN
PATH
8’ VARIES 8' 2’ 2’ 8' VARIES
BIKE SWALE SWALE
PATH SHLDR. , SHLDR.
PAVED 2= PAVED
5' 5!
— & — ————
' CENTER '
18 | PAINTED 18
RECOVERABLE. TERRAIN | BUFFER RECOVERABLE. TERRAIN
CLEAR ZONE CLEAR ZONE
VARIES \ \ VARIES
BORDER WIDTH \ \ BORDER WIDTH

RECONSTRUCTION CRITERIA

DESIGN SPEED > 45 MPH

RECOVERABLE TERRAIN / CLEAR ZONE = 18" (MINIMUM)
BORDER WIDTH = 8" (MINIMUM)

MEDIAN PAINTED BUFFER WIDTH = 2'

NOTE:

1. TYPICAL SECTION DOES NOT COMPLY WITH
HORIZONTAL CLEARANCE AND TIE DOWN DISTANCES.

2. LIMITS OF R.OW. CANNOT BE PRESERVED
WITH THIS TYPICAL SECTION SINCE SOME
AREAS HAVE AN EXISTING ROW. OF 35'
AND THE MINIMUM R.OW. FOR THE PROPOSED
TYPICAL IS > 62'.

J. SWALES SHOULD BE A MINIMUM OF 12'.

4. BIKE PATH SHOULD BE A MINIMUM OF 10'.
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